CCTV CABLE

— CCTV RG-Series Coaxial Cable
PAN-ASIA (High Copper Shield Coverage Area)

High density shielding cable specially designed and manufactured under the USA and Japanness Standard

Applications and Usage
- CCTV installation - Satellite TVRO/Internet
- CATVI/IMATV - Telecomm Interconnect

Product Highlights
- High density shielding to protect the intervention of interference signal entering the cable/system.
- Standard signal attenuation
- Don’t waste the time for cable reinstallation (save both time and unexpected expenses)
- Strong and Flex for the Messenger Construction.
- Moisture protection for the Double Jacket Construction.

Cable Configurations

Product Code Descriptions Inner Insulation | Shielding Jacket Special
Conductor Configuration
RG-59/U Series
PA5995CBVC RG-59/U Standard 950 -
PA5995CBVCM RG-59/U + Messenger 0.81 mm 3.65 mm c y 6.20 mm 1.20/2.30 mm
opper
Bare Copper Foam PE Braid PVC Messenger
PA5995CBVCD RG-59/U Double Jacket 8.40 mm PE
RG-6/U Series
PA695CBVC RG-6/U Standard -
0,
PAGISCBVCM RG-6/U + Messenger 1.02 mm 457 mm C?)S A’er 7.00 mm 1'6'%’525'32 mm
Bare Copper Foam PE Brgi) d PVC 9.20 mmgPE
PA695CBVCD RG-6/U Double Jacket )
Double Jacket
RG-11/U Series
PA1195CBVC RG-11/U Standard -
0
PAI195CBVCM | RG-11/U+Messenger | 163mm | 7.11mm 9% 1 1003mm | 183380 mm
Copper Messenger
Bare Copper Foam PE Braid PVC 12.40 mm PE
PA1195CBVCD RG-11/U Double Jacket ’
Double Jacket

*Remark = Polyethylene Jacket is also available upon request.
Electrical Characteristics

Descriptions | Impedance | Capacitance Max. Attenuation (dB/100 Meters) @ 20C

5 |30 55 187 250 350 450 550 750 | 800 870 | 1000
RG-59/U 282 | 525 | 6.73 | 11.81 | 1345 | 15.75 | 17.72 | 19.52 | 22.87 | 23.51 | 24.70 | 26.64
RG-6/U 75+30hms | 54+3pF/M | 1.90 | 3.87 | 525 | 9.35 | 10.82 | 12.63 | 14.43 | 16.08 | 18.54 | 19.25 | 19.99 | 21.49
RG-11/U 1251240 | 315 | 574 | 672 | 794 | 9.02 | 9.97 | 11.97 | 12.00 | 12.08 | 14.27
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